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Fit everything. Together.

1. PRODUCT SUMMARY

The Primex 8-port Voice Module offers telephone/fax 
termination points and an integrated RJ31X jack for 
security system line seizure. An additional test/output 
jack is provided.

Designed to fit in Primex Media Distribution Enclosures 
for structured wiring, the modules extend the 
networking functionality of the connected home in SFU 
and MDU applications.

3. FEATURES & BENEFITS

• Four lines in are bridged to allow up to eight
cable runs out, providing robust voice distribution.

• Easily and securely installed with four push pins.

• Simplified signal distribution for effective cable
management.

• Fits Primex Verge Media Distribution Enclosure
models: P2100, P3000, P4200, P6300.

• Arched mounting bracket allows for cable
run access.

• UL-Listed

PRODUCT 
MODEL CODE Voice Module

8-Port Voice with RJ31X

2. PRODUCT DIMENSIONS

SIZE:  6.5”L x 3”W x 1.5”H

4. CONFIGURATIONS
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Arched design 
allows for cable 

runs underneath.

Description SC 

125-0987 8-Port Voice Module w/RJ31x

FOR MORE INFORMATION CONTACT:

T 1.604.881.7875    TF  1.877.881.7875    E   info@primexfits.com
20160 92A Avenue  Langley BC V1M 3A4 Canada




