
SPH2436 500 Series
Signature Pedestal Housing 

he SPH2436 pedestal has been the
broadband industry standard for
housing fiber optic nodes for many

years. Now, Channell has added the Self-
Lock® cover security system and increased
the size of the cover and base to better
accommodate larger fiber optic nodes and
provide more fiber storage. 

The new self-locking SPH2436 pedestal
comes standard with Channell’s Self-Lock
security system and the proven 500 Series
Heat Dissipation Cover HDC® that is fully 
vented on all four sides and has an insulat-
ed attic area to help reduce costly node
failures caused by overheating.  The new
enlarged base is the same as Channell's
SGLB2436 “Shutter Box” Series base that
features unsurpassed “I-Beam” strength
and the highest sidewall/strength deflec-
tion ratings in the industry.  Additional
improvements to the SPH2436 pedestal

include standard sub-surface cross bar
cable racking and a horizontal fiber bracket.

Applications

The SPH2436 pedestal can be used to
house a fiber optic node and butt splice
enclosure combination or trunk and dual
trunk amplifiers.

Features
• Self-Lock locking system
• 500 Series heat dissipation cover 

(HDC)
• 360° access to working equipment
• Multiple self-locking options
• Multiple cover color choices 
• Special sub-surface bracketry 

designed for cable management and 
securing splice enclosure

• Winterized drop hole
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Specifications

Bracketry

Locking Options

Dimensions:  
Cover : 38" L x 26" W x 24" H (965.2mm L x 660.4mm W x 609.6mm H)
Base (Outside): 40" L x 28.75" W x 24" H (1016.0mm L x 730.25mm W x 609.6mm H)

Weight: 121 lbs (55.0kg)
Shipping: 1 unit/pallet

LH1  
7/16" Hex Head Self-Lock

L01 
Channell Self-Lock

L08 
Self-Lock with Channell Padlock

L09
Self-Lock with Highfield Barrell Lock

L00
Standard Self-Lock with Hasp

B5 BracketB3 Bracket

   



Signature Pedestal Housing
Size

Width
Length

Cover Option
5 – 500 Series Cover

Color
C1 – Light Green
C2 – Beige
C3 – Dark Green
C4 – Brown
C5 – Grey
C6 – Granite
C7 – Sandstone
C8 – Red Brick

Select Mounting Brackets
B3 – Standard Bracket
B5 – Standard Bracket with Horizontal Plate Bracket

Select Locking Option
L00 – Standard Self-Lock with Hasp
L01 – Standard Self-Lock
L08 – Standard Self-Lock with Channell Padlock
L09 – Standard Self-Lock with Highfield Barrell Lock
LH1 – Hex Head Self-Lock - NOTE: Additional Self-Lock security patterns available

Additional Options
A08 – Cover with Anti-insect Vents

Example: SPH24365C1B3L01
SPH2436: 500 Series Cover, Light Green, B3 Bracket, Standard Channell Self-Lock (L01)

SPH 24 36 5 CX BX LXX AXX

Ordering Information

Accessories

SPH2436 Self-Locking Heat Dissipation Cover

                 



All specifications subject to change without notice. www.channell.com Printed in U.S.A. CH05-169 05065MTA

HDC and Self-Lock are registered trademarks of Channell Commercial Corporation

USA: Channell Commercial Corporation, Temecula, CA • Tel. 800.423.1863 • Fax. 951.296.2322
CANADA: Channell Canada, Inc. • Tel. 905.565.1700 • Fax. 905.565.8080

EUROPE, MIDDLE EAST, AFRICA: Channell Ltd., London, UK • Tel. 44.1689.871522 • Fax. 44.1689.833428
AUSTRALIA, ASIA, PACIFIC RIM: Channell Pty. Ltd., Sydney, Australia • Tel. 61.2.9738.8277 • Fax. 61.2 9738.9763

WORLDWIDE HEADQUARTERS: Channell Commercial Corporation • Tel. 951.719.2600 • 26040 Ynez Road • P.O. Box 9022 • Temecula, CA 92589-9022 USA

               


